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NOTE TO USERS

Ferrite Installation

NI USB X Series BNC and Mass Termination Devices

To ensure the specified EMC performance for radiated RF 
emissions of the NI USB X Series BNC and Mass Termination 
devices, install the included snap-on ferrite bead onto the power 
cable, as shown in the following figure.

Ensure that the ferrite bead is as close to the end of the power cable 
as practical. Install the snap-on ferrite bead by opening the housing 
and looping the power cable once through the center of the ferrite. 
Close the ferrite bead until the locking tabs engage securely.

You can order additional EMI suppression ferrites, 10.2 mm length 
(part number 781233-02) from NI.



© 2012 National Instruments Corp. All rights reserved.

375852B-01 Oct12

LabVIEW, National Instruments, NI, ni.com, the National Instruments corporate logo, and the Eagle logo are 

trademarks of National Instruments Corporation. Refer to the Trademark Information at ni.com/trademarks 

for other National Instruments trademarks. Other product and company names mentioned herein are trademarks or 

trade names of their respective companies. For patents covering National Instruments products/technology, refer 

to the appropriate location: Help»Patents in your software, the patents.txt file on your media, or the 

National Instruments Patent Notice at ni.com/patents. Refer to the Export Compliance Information at 

ni.com/legal/export-compliance for the National Instruments global trade compliance policy and 

how to obtain relevant HTS codes, ECCNs, and other import/export data.

1 Power Cable

2 Ferrite

3 NI USB X Series Device

1

2

3

x1


	Ferrite Installation Note to Users

